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	LEAK DETECTION

	New Tanks (installed after Dec. 22, 1998)
	· Monthly Monitoring; or
· Inventory Control + Tank Tightness Testing (only for 10 years after instillation).



	Existing Tanks (installed before Dec. 22, 1998)
	· Monthly Monitoring; or
· Inventory Control + Tank Tightness Testing (only for 10 years after adding spill, overfill, and corrosion protection).



	New & Existing Pressurized Piping
	· Automatic Shutoff Device or Flow Restrictor or Continuous Alarm System; and  

· Annual line Tightness Test or Monthly Monitoring (except Automatic Tank Gauging).



	New & Existing Suction Piping
	· Monthly Monitoring; or
· Line Tightness Testing (every 3 years).



	SPILL & OVERFILL PROTECTION

	All Tanks
	· Catchment Basins; and
· Automatic Shutoff Devices or Overfill Alarms or Ball Float Valves.



	CORROSION PROTECTION

	New Tanks & Piping (installed after 

Dec. 22, 1998)
	· Coated and Cathodically Protected Steel; or
· Fiberglass reinforced Plastic (FRP); or
· Steel Tank Clad with FRP (does not apply to piping).



	Existing Tanks & Piping (installed before 

Dec. 22, 1998)
	· Same Options As For New Tanks & Piping; or
· Cathodically Protected Steel; or
· Tank Interior Lining; or
· Tank Interior Lining and Cathodic Protection





